


































































































5150

STREET

• Alüminyum enjeksiyon gövde yapısı.
• Modüler led sistemi (1-5 modüllü).
• Açısı ayarlanabilir gövde yapısı 0 - 20°.
• Toz ve sıvı izolosyonu için conta sistemi.
• Tüm vida, somun ve pul parçaları paslanmaz çelik.
• Direk girişi alttan ve yandan monte edilebilir.
• El aleti kullanmadan kapak açma imkanı.
• İsteğe bağlı DIM seçenekleri. 
• Koruma Sınıfı (IK): IK 08.
• EN-60598 ve ENEC standartlarına göre imalat.
• Boya Rengi: Alüminyum Gri / Antrasit Gri.
• Uygulama Alanları: Ana Yollar, Bağlantı Yolları, 
    Şehir İçi Sokak ve Yollar, Otoparklar, Park Alanları.

TR

• Corrosion resistant die-cast aluminium housing.
• Led module systems (1-5 modules).
• Tilt angle of the luminaire heads adjustable on site from 0°to 20°.
• Special sealing system for dust and liquid isolation.
• All screws, nuts and washers are stainless steel.
• The pole coupling base can be tilted for whip pole or pole head installation.
• Tool-free maintenance (conventional equipment).
• Optional DIM systems.
• IK - Code: IK08.
• According to  EN-60598 and ENEC production.
• Colors: Aluminium / Graphite Grey.
• Application Areas: Main Roads, Local Streets and Roads, 
   Landscape Areas.

ENG

sokak 
aydınlatma

street
lighting

DIM CLASS IIIP66

Işıklık
Luminary

Lamba
Lamp

Güç
Power
( W )

Bağlantı Tipi
Connection

IP

Ebat
Dimension ( mm )

Led
Işık Akısı
Lumen

Led
Işık Rengi
Kelvin / nm

Class
Lens Tipi
Lens Type

STR.16L 1x16 LED MODULE

IP66 Silikon Contalı Yol
Aydınlatma Tip

IP66 Silicon Seal With Street Lens

L2 L3

37 3.630

4.000 403726 Ø60 IP66 Class II

STR.32L

STR.48L

STR.64L

STR.80L

2x16 LED MODULE

3x16 LED MODULE

4x16 LED MODULE

5x16 LED MODULE

68

99

131

127

7.060

10.300

13.480

14.350

H1

H4

F

S1

A1
A2

A3
A4

S3

L3

0-15°

L2

L1

H4

H1

S2

S1

A3

A2

A1

H3

H2

S3
0-15°

0-15°

A4

F

L2

L4

L3

L1

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H2 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

500 500 600 M20x720 4Ø1404.000
7.000

8.000

S3

Ø60
SSF 

Çelik Kademeli Flanşlı Direk
(Steel Stepped Poles with Flange)

Ø360x12

H3

2.000

H4

450
3.000

L1

2.300

L4

1.126
Ø114

Ø89

L3

0-15°

L2

A3

A2

A1

A4

F

H4

H1

S2

S1

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

750 750 1.000 M20x720 4

9.000

10.000
SPF 

Çelik Poligonal Flanşlı Direk
(Steel Polygonal Poles with Flange)

360x360x16

H4

450 Ø60

Ø60

12.000

Ø220

Ø205

Ø60 Ø250

400x400x16

420x420x16

Tip - 1
Type - 1

Tip - 2
Type - 2

Tip - 3
Type - 3

Aksesuarlar için sayfa 201'e bakınız.
For the accessories please see page 201.

BP BP

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H4 A2A1 A3 A4 Adet - Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

500 500 600
M14x500

4
Ø295x10

Ø114450
5.000

6.000

S3

Ø60
SF 

Çelik Düz Flanşlı Direk
(Steel Poles with Flange)

L1

1.526
Ø350x12 M16x500

https://www.lumicro.com/tr/urunler/2/sokak-aydinlatma/17/street
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https://www.lumicro.com/tr/urunler/2/sokak-aydinlatma/17/street



















Işıklık
Luminary

Lamba
Lamp

Güç
Power
( W )

IP IKClass

L2 H3

Ebat
Dimension (mm)

AVE.100

AVE.70

AVE.250

AVE.150

100

70

250

150
205 IP66 Class II IK08HID - HST

Duy
Lamp
Holder

E40 366 Ø42-Ø76

Bağlantı Tipi
Connection

CLASS IIIP66

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H2 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

600 600 750 M20x720 4Ø1404.000
7.000

8.000

S3

Ø60
SSF 

Çelik Kademeli Flanşlı Direk
(Steel Stepped Poles with Flange)

Ø360x12

H3

2.000

H4

450
3.000

L1

2.300

L4

1.126
Ø114

Ø89

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

750 750 1.000 M20x720 4

9.000

10.000
SPF 

Çelik Poligonal Flanşlı Direk
(Steel Polygonal Poles with Flange)

360x360x16

H4

450 Ø60

Ø60

12.000

Ø220

Ø205

Ø60 Ø250

400x400x16

420x420x16

H4

H1

S2

S1

A3

A2

A1

H3

H2

S3

A4

F

L4

L1

L2

H3

A3

A2

A1

A4

F

H4

H1

S2

S1
L2

H3

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H4 A2A1 A3 A4 Adet - Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

500 500 600
M14x500

4
Ø295x10

Ø114450
5.000

6.000

S3

Ø60
SF 

Çelik Düz Flanşlı Direk
(Steel Poles with Flange)

L1

1.526
Ø350x12 M16x500



Işıklık
Luminary

Lamba
Lamp

Güç
Power
( W )

IP IKClass

L2 H3

Ebat
Dimension (mm)

AVE.100

AVE.70

AVE.250

AVE.150

100

70

250

150
205 IP66 Class II IK08HID - HST

Duy
Lamp
Holder

E40 366 Ø42-Ø76

Bağlantı Tipi
Connection

CLASS IIIP66

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H2 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

600 600 750 M20x720 4Ø1404.000
7.000

8.000

S3

Ø60
SSF 

Çelik Kademeli Flanşlı Direk
(Steel Stepped Poles with Flange)

Ø360x12

H3

2.000

H4

450
3.000

L1

2.300

L4

1.126
Ø114

Ø89

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 S2 A2A1 A3 A4 Adet-Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

750 750 1.000 M20x720 4
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SPF 

Çelik Poligonal Flanşlı Direk
(Steel Polygonal Poles with Flange)

360x360x16

H4

450 Ø60

Ø60

12.000

Ø220

Ø205

Ø60 Ø250

400x400x16

420x420x16

H4

H1

S2

S1

A3

A2

A1

H3

H2

S3

A4

F

L4

L1

L2

H3

A3

A2

A1

A4

F

H4

H1

S2

S1
L2

H3

Lumicro Direk Tipi
Lumicro Poles Type

S1 FH1 H4 A2A1 A3 A4 Adet - Qty

Ankraj
Anchorage - Dimension ( mm )

Ebat
Dimension ( mm )

500 500 600
M14x500

4
Ø295x10

Ø114450
5.000

6.000

S3

Ø60
SF 

Çelik Düz Flanşlı Direk
(Steel Poles with Flange)

L1

1.526
Ø350x12 M16x500












































































































































































































































































































