GAZELLE

Discover
the potential

Ozel tasarim | special
direkler| poles
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« Sicak daldirma galvanizli celik konik direk yapisi.
« Farkl yiiksekliklere ve yonlere monte edilebilen projektor sistemleri.
« Aliiminyum enjeksiyon rotasyonel_projektor kullanimi (3-6 adet).
* Simetrik ik dagiimi (Opsiyonel: Ozel optik agilar).
* Led sistem ve Metal halide ampl kullanimina uygun.
« Direk iizerine monte edilebilen sistemler.
(GCTV, Ses Sistemleri ,Wi-Fi Sistemler, GOBO Projektorler vs).
« Tim vida, somun ve pul pargalan paslanmaz celik.
* Istege bagh DIM secenekleri (Led versiyon igin).
« Farkl boylarda direk tiretim imkani. Maksimum 14 metre.
* Renkler: Acik Gri, Gri (Antrasit), Koyu Gri, Siyah standart.
RAL renkleri (Opsiyonel)
* Uygulama Alanlan: Meydanlar, Park Alanlar, Arag Park Alanlari.

ENG

* Hot-Dip galvanized conical poles.
* Floodlights positioned within the different levels and positions on the pole.
« Corrosion resistant die-cast aluminium floodlights (3-6 pcs).
» Symmetrical optimized light distribution (Optional: Different optical degree).
« Suitable for LED system and Metal Halide lamps (70-150W HIT).
* Attachable features.
(CCTV, Speakers, Charging Units, WLAN, GOBO Floodlights).
« Special sealing system for dust and liquid isolation.
« All screws, nuts and washers are stainless steel.
« Optional DIM systems (Led version only).
« Different height options (Maximum 14 metres).
« Color: Graphite Grey, Dark Grey and Black standard.
RAL colors (Optional)
* Application Areas: Squares, Landscape Areas, Car Parking Areas.
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Materyal Giig ) E!Jat
Kodu Isikhk Lamba Duy Lens Tip Power Led Isik Akist | Isik Rengi Dimension (mm) P ol
Material Luminary Lamp Lamp Holder Lens Type W Lumen Kelvin / nm ass
Code (W) u H6 o1
G2L 3461 LED . Symetka | 240 20.700 5.500
AL 500 170 220 IP65 Class |
GZL.3x150.12 150W G12 - 450 39.000 830 - 840
AL : Aliminyum / Aluminium
. . . Ebat Ankraj
Lumicro Direk Tipi Dimension (mm) Anchorage - Dimension (mm)
Lumicro Poles Type
H1 H2 H3 S1 S2 F Al A2 A3 Ad Adet - Qty
. SCF .
~ Celik konik dairesel flansli direk 12.000 500 750 7196 @76 2350 x 16 750 750 1.000 M20x720 4
(Cylindrical conical steel poles with flange)
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