VEGA

Discover
the potential

Ozel tasarim | special
direkler| poles

TR

« Ozel tasarim yuvarlak aliminyum gdvde yapisi.
« Sicak daldirma galvanizli kademeli yuvarlak veya poligonal direk uygulamasi.
« Asimetrik veya simetrik 151k dagilimi.
* Led sistem ve Metal halide ampiil kullanimina uygun (70-250W HIT).
* Degistirilebilir modler led sistemi.
« Toz ve sivi izolasyonu igin conta sistemi.
* Tiim vida, somun ve pul pargalan paslanmaz celik.
* |stege bagh DIM secenekleri (Led versiyon igin).
* Farkl boylarda direk dretim imkani.
* Renkler: Acik Gri, Gri(Antrasit), Koyu Gri, Siyah standart.
RAL renkleri (Opsiyonel).
 Uygulama Alanlari: Meydanlar, Park Alanlari, .
Arac Park Alanlari, Ana Yollar, Baglanti Yollari, Sehir I¢i Sokak ve Yollar.

ENG

« Special designed corrosion resistant aluminium housing.

* Hot-Dip galvanized stepped round or polygonal poles.

» Asymmetrical or symmetrical optimized lighting distribution.

« Suitable for LED system and Metal Halide lamps (70-250W HIT).

* Replaceable led module systems.

« Special sealing system for dust and liquid isolation.

« All screws, nuts and washers are stainless steel.

* Optional DIM systems (Led version only).

« Different height options.

« Color: Graphite Grey, Dark Grey and Black standard.
RAL colors (Optional)

« Application Areas: Squares, Landscape Areas, Car Parking Areas,
Main Roads, Local Streets and Roads, Intersections.
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. Ebat
Iskitk Lamba Duy Lens Tip Pg\lnl/%r Led Isik Alast | g1k Rengi Dimension (mm) o "
Luminary Lamp Lamp holder Lens Type W Lumen Kelvin / nm ass
(W) o1 H3
IP65 Silikon Contall,
VEG.6x48L Yol Aydinlatma Tip 650 88.000
P65 Silicon Seal With Street Lens
LED - — 4.000 P44
IP65 Silikon Contal, @1.400 550 Class |
VEG.8xdsL Yol Aydinlatma Tip 850 110.000 IP66
P65 Silicon Seal With Street Lens
VEG.6x250M 6x250W E40 - 1.500 114.000 830 - 840
_ _ o Ebat Ankraj
Lumicro Direk Tipi Dimension (mm) Anchorage - Dimension (mm)
Lumicro Poles Type
H1 H2 S1 S2 F Al A2 A3 A4 Adet - Qty
SPF
Gelik Poligonal Flangli Direk 12.000 500 3220 4100 400x 400 x 16 1.500 1.500 1.200 M20 x 720 4
(Steel Polygonal Poles with Flange)
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